TPP-72A0030P0A é eneo

SKU: 213271

1/2.8" HD-TVI Dome, PTZ, 30x, Day&Night,
4.3-129mm, 1920x1080, WDR, Indoor

Main Features

1/2.8" HD-TVI PTZ dome with Sony CMOS-Sensor 2D-/3D-DNR Noise Reduction
30 AFZ-ens, 43~120mm Auto Calibraion
Resolution max. 1920x1080 (FullHD) ~ Privacy zones, Defog function
Multisignal: HD-TVI, AHD, Composite selectable Marmin-andoutputs

Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS,
4x BNC Output

Converter, HD-CVI, HD-TVI, AHD, Composite to
HDMI, VGA, Composite, Indoor

UTP Transmitter+Receiver, UTP, BNC, 250m,
Indoor, HD TVI CVI, AHD, CVBS, Active, 12V
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TPP-72A0030P0A

Continuation of accessory

UTP Transmitter+Receiver, UTP, BNC, 150m,
2V DURAZADL IR Indoor, HD TVI CVI, AHD, CVBS, Passive

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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