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TPP-82A0030MIA
SKU: 213857

1/2,8" HD Analogue Dome, PTZ, Day&Night, 30x,
4.3-129mm, 1920x1080, Infrared, WDR, IP66

Main Features

1/2.8" HD-TVI PTZ dome with Sony CMOS-Sensor Integrated infrared lighting (up to 300m)  

30x AF Zoom lens, 4.3~129mm 2D-/3D-DNR Noise Reduction

Resolution max. 1920x1080 (Full HD) Auto Calibration

Multisignal: HD-TVI, AHD, Composite selectable Privacy zones, Defog function

Real time WDR (Wide Dynamic Range) 25/30fps Alarm in- and outputs

Zoom synchronized & fixed IR LEDs

Specifications

Manufacturer order number 213857

Optional Accessory

SKU Name Description

74125 EDC-AKS1 Power&Connection Box with Mounting Bracket for
In/Outdoor, 230V-24VAC/3.0A

220314 EDC-WMB1-W Wall Mount for PTZ Dome Cameras, white, with
Mounting Kit

225085 MAM-5DC1004M0A Distributor,  1x BNC Input HD-TVI, CVI, AHD, CVBS,
4x BNC Output
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Continuation of accessory

220299 MAM-5MM1001M0A Converter, HD-CVI, HD-TVI, AHD, Composite to
HDMI, VGA, Composite, Indoor

212984 TVA-1201TRA UTP Transmitter+Receiver, UTP, BNC, 250m,
Indoor, HD TVI CVI, AHD, CVBS, Active, 12V

212985 TVA-1201TRP UTP Transmitter+Receiver, UTP, BNC, 150m,
Indoor, HD TVI CVI, AHD, CVBS, Passive

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Straße 8
63322 Rödermark
Germany
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