SOLVIDO'
SOL-IQbox-plus @

SKU: 215020

Camera junction box for video surveillance, lightning
protection, 400x300x150mm

Main Features

Optimised for outdoor use Wall or mast mounted

Electrically prewired for flexible, modular expansion Fast, easy installation

UV stable polycarbonate, corrosion-resistant Simple mechanical finishing

Protective class IP66 Including service socket, personal protection

Impact resistance IK 10, vandalism protected Lightning protection combination arrestor type

Swivelling door (with door contact switch) Graduated prices on request
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SOL-IQbox-plus

Continuation of the specifications

sk Name
211278 jetassySBT12
210300 MDR-100-12

209004 MDR00-48
211604 MDR-20-12

211085 MDR6O-12
211056 MDR-60-48

209744 SOL-WST-MB-30

220535 SOL-WST-PHZ1

211382 SOL-WST-SBL

220468 SOL-WST-SH/1

209743 SOL-WST-WB

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8
63322 Roédermark
Germany

TS-35

TS-35

Netzteil 48VDC / 1,25A fiir Hutschienenmontage
TS-35

Pole mounting for CUS-WST and SOL-IQbox series
set (2pcs)

Profile half-cylinder for swivel lever handle, delivery
with 2 keys

Tightening strap long for SOL-WST-MB, CUS-WST,
SOL-IQbox set 2pcs. 1.5m stainless steel

Swivelling lever for profile half-cylinder (1pc.) delivery
without lock cylinder

Wall mounting for CUS-WST and SOL-IQbox series
set (4pcs) wall clearance 10mm
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