MEB-62V2812MO0A

SKU: 215088

1/2.9" HD Camera, Day&Night, 1920x1080, Infrared,
2.8-12mm, 12VDC, |P66

Main Features

1/2.9" 2.3 Megapixel progressive scan CMOS sensor 2D/-3D-DNR noise reduction
Resolution max. 1920x1080 (Ful D)~ Digital Wide Dynamic Range (D-WDR)
Multisignal: HD-TVI, AHD, CVI, Composite selectable  Integral motion detection
Variofocal 2.8~12mm day&nightlens Compact housing for outdoor P66

SKu Name Description
Converter, HD-CVI, HD-TVI, AHD, Composite to
220299 ) MAM-SMMiogIMoA ] HDMI, VGA, Composite, Indoor
Multisignal Converter, HD-TVI , AHD, CVBS to IP,
219088 MAMeMRtotMTA ] H.264, 1920x1080, 12-Channel
218653 PS12DC.A1 Plug-in Power Supply Unit, 100-240VAC/12VDC

(1,0A), regulated, with DC Plug
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MEB-62V2812MO0A

Continuation of accessory

UTP Transmitter+Receiver, UTP, BNC, 250m,
A ] indoor, HD TVI CVI, AHD, CVBS, Active, 12V
212985 TVA-1201TRP UTP Transmitter+Receiver, UTP, BNC, 150m,

Indoor, HD TVI CVI, AHD, CVBS, Passive

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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