IAM-5SG1008MMA é eneo

SKU: 216129

Gigabit Switch, Managed, 240W, 8x PoE, 4x SFP,
1000Mbps, Industrial Design, -40°C~+75°C

Main Features

Gigabit PoE Switch, DIN Rail Supports redundant power supply connection
4x SFP Gigabit Uplink Ports ESD protection IEC61000-4-5 Standard
8x 10/100/1000 PoE Ports, IEEE 802.3af/at Web configuration, Web management
Supports VLAN, RTSP, "Fast Ring", and QoS Fault Relay, Console Port, Status LED
Up to 30W per port, Total <240W PoE reset button for each port
Fast Ring-Redundant, Reconfiguration <20ms Temperature range -40°C~+75°C
Specifications
Manufacturer order number 216129

Sku Name Description
219525 RJT-1000SEP T;g?c-:SFP Transceiver Modul, 1000Base-T, 0°~

SFP Modul, 1.25Gbps, 550m, Multimode, 850nm,
Duplex LC Connector, 0°~+70°C

SFP Modul, 1,25Gbps, 550m, Multimode, 850nm,
Duplex LC Connector, -40° ~ +70°C
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Continuation of accessory

SFP Modul, 1.25Gbps, 550m, Multimode, 1310nm,

S ] Duplex LC Connector, 40"~+75°C
SFP Modul, 1.25Gbps, 20km, Singlemode, 1310nm,

i Mt Duplex LC Comnector, 0°+70°C

216477 SFP-1310S40 SFP Modul, 1.25Gbps, 20km, Singlemode, 1310nm,

Duplex LC Connector -40°~+75°C
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VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
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