eneo MPP-72A0020MIA é erneo

SKU: 219809

1/2,8" HD Analogue Dome, PTZ, Day&Night, 20x,
4,7-94mm, WDR 1920x1080, Infrared, IP66

Main Features
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eneo MPP-72A0020MIA

Continuation of the specifications

Protection IP66

Powersupply 2voc
Temperature Range (Operating) -20°C~+50°C
Wide Dynamic Range (WDR) WDR1208B
Camera

Automatic,Manual,Light bulb,Fluorescent

light,Outdoor
Photosensitvity 0,35Luxbei F1,650RE
System True Day&Night
Day/night switching Switchable IR Filter CR)
Display
Image resolution max. 1280x720,720x576,1920x1080
DORI
Watch (62px/m) 28-550m
Detect (125px/m) 13-270m
Identify (250px/m) 7-130m
Perceiving (25px/m) 70-1370m
Functons
Motion detector Yes
Digital Noise Reduction ONR) Yes
Tumingrange 0°
Home Posion | Multiple actions adjustable

English, French, German, Italian, Polish, Portuguese,

Spanish
Tours 8 selectable tours
Speed (manual control) 380°/sec
Speed (Target Approach) . 380°
Interfaces / Inputs/ Outputs
Aarminputs 4
Number of alarm outputs . 2
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Alarm infoutput,voltage input,RS-485,Composite
External connections (FBAS),HD-TVI / AHD BNC,connection cable
approx.25cm
Interface Protocols | Fastrax IlIE, Pelco D, UTC (HD Signal Format)
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Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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