IED-62M2812MAA 703 é eneo

SKU: 225148

1/2.8" Network Dome, Fixed, 1920x1080, Day&Night,
WDR, 2,8-12mm, IR, Iron Glimmer

Main Features

1/2,8" Sony STARVIS CMOS Micro SD Card (SDHC, SDXC)
Resolution max. 1920x1080, 25fps frame rate 1 x Alarm in and output as well as audio support
Motorised vary focal lens 2.7~12mm with P-Iris Infrared illumination up to 30m

Specifications

Dimensions (HxWxD) 99x144mm
Seres eneo SN-Series
Resolution Standard HD1080p
System True Day&Night
Sensorsize 178"
Imager cMos

H.264, H.264+ (Smart Stream), H.265, H.265+
(Smart Stream), M-JPEG

[Image resolution max. . 1920x1080 ]
[Image TransmissionRate L 30008
Day&Night switch ICR
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IED-62M2812MAA 703

Continuation of the specifications

Cross Counting (CC), Human (PD), Loitering
Analysis functions detection, Motion detection, Perimeter Intrusion
Detection (PID), Tampering Detection (TD)

Mounting Ceiling mount, Wall mount

Supply voltage 12VDC,PE
‘Power consumpton | gsw
Power over Ethernet IEEE 802.32F
Vandal proof yes
Operating temperature -20°C~+50°C
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IED-62M2812MAA 703

Continuation of the specifications

ONVIF ONVIF Profile S, ONVIF Profile T

Certificatons K0
Protection raing P66
Cameratype pome
Avdo 2Way Audo
Remote configuration Browser
[llumination range approx.30m
Weight 7769
‘Manufacturer order numper 225148

ISKU ] NN e, Descrpton ]
229234 CON-KAM-IPKON Preconfiguration 1x IP camera Function test, FW
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, DO e
211125 CUS-SL-F S;(lt;? charge for special paint fixed dome in RAL

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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