eneo IPD-42M2713PAA é erneo

SKU: 230799

1/2,8" Network Dome, Fix, 1920x1080, Day/Night,
DOL-WDR 2,7-13,5mm, Infrared, Indoor

é eneo:

Main Features

1/2.8" Sony STARVIS CMOS Sensor Browser independent (IE, Edge, Safari, Firefox, Chrome)

Excellent light sensitivity Smart Codec H.265 ROI (Region of Interest)

Resolution max. 1920x1080 (Full HD) Supports ONVIF Profile S and Profile T

Motorised varifocal lens 2.7~13.5mm Vertical View 90°/270° Modus,H-Flip, Mirror

DOL-WDR (120dB) by triple scan images at 30/25fps Compact Fix Dome Housing (plastic) for indoor

Motion Detection, Privacy Zones, Slow Shutter Power supply PoE or 12VDC
Specifications
General
LGtNG e Infrared
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Textoverlay e available
Housing type e nside ]
[Housing material @ . Plastic (ABS) e
Mounting type e, Ceiling, Wall e
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Power over Ethernet IEEE 802.3af
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eneo IPD-42M2713PAA

Continuation of the specifications

Remark

Automatic,Outdoor,Light bulb,Fluorescent light,Clear
Sky,Shade,Manual

E-Mail,HTTP,FTP,Boost, TCP,UDP,Onvif Event
Mapping

NDAA compliance under Section 889,To guarantee
you an optimum user experience,we recommend that
you only use components of the same brand in a
system. If several brands are used in
combination,eneo cannot guarantee functionality. If
combined use is necess
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Continuation of the specifications

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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