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SKU: 236317
EAN: 4260229840603

Network Hybrid Bullet Camera Day/Night, 2592x1944
optical, 256x192 thermal, IP66, PoE, 12V
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Main Features
Dual network bullet camera Temperature alarm measuring range -20°~ +150° (+8°)
Optical resolution 2592x1944 pixels Supports audio and alarm inputs and outputs
Thermal resolution 256x192 pixels ~ Local storage viamicroSD card
Fixed focal 3.6mm (optical) H:81°, V:57° Supports ONVIF profiles SIT/GM
Fixed focal 3.2mm (thermal) H:56°, V:42°  NDAAcomplance

Al analysis functions including object classification (optical) Suitable for outdoor use IP66
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Continuation of the specifications

Recording sensor CMOS

Lighing Infrared, White
Image resoluton max. 2592x1944
Image transfer rate max. 25fps
Horizontal angle of view Optisch 81°, Thermal 56°
Vertical angle of view Optisch 57°, Thermal 42°
Focallength 32mm36mm

The viewing angles of the camera modules vary. We
recommend only using components from the same

Remark brand together. You can find more information about
our paid compatibility check with other brands at
VIDEOR #229235.

English, French, German, ltalian, Japanese,
Portuguese, Russian, Spanish, Turkish

ONVIF Profile G, ONVIF Profile M, ONVIF Profile S,
ONVIF Profile T
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Continuation of the specifications

IEC— LB
233754 AK-20

233775 AK-21

235339 AK-24

236198 eneo INsight Installation Tool

234990 eneoNsightmobile
1218218 | eneo SiteManager
235257 PM-21

S — LEOE
229235 CON-KOMP
229234 Vorkonfiguration IP-Kamera

Camera connection box for Wall and ceiling
mounting, IN Series Bullet Cameras

Camera connection box for Wall and ceiling
mounting, IN Series Bullet Cameras

Dual camera connection box for selected Bullet or Fix
Dome IN-Series cameras

Supports adjustments for cameras with Al features
for IN-series

Pole mounting adapter for camera connection box
AK-20 and AK-21

Compeatibility check for cameras, NVR, VMS systems
(one pair of devices)
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Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR

© Copyright VIDEOR E. Hartig GmbH - October 3, 2025 - technical changes reserved 4


SVG
http://www.tcpdf.org

