INB-75M0550MOA

SKU: 236661
EAN: 4260229840504

Main Features

& eneo

Network Camera Bullet, 2592x1944, Day/Night, WDR,
Al, 5,0-50mm, IR, 12VDC, PoE, IP67
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INB-75M0550MOA

Continuation of the specifications

Resolution standard 5 MP

Recording sensor CMOS, OmniVision 0S05A20
Lighing Infrared
Image resoluton max. 2592x1944
Image transfer rate max. 30fps
Horizontal angle of view . 45-7°
Focallength 5-50mm
Chipsize n”ro
Dimensions (WxHxD) (extended) 96.70x89.95x301.117mm

recording internal storage (SD card),E-
Mail, HTTP,FTP,TCP,UDP,alarm out,Cloud Upload

Audio 2 Way Audio

""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" 2502x1944 (4:3),2592x1520 (16:9),2304x1296

Resolution (extended) (16:9),1920x1080 (16:9),1280x960 (4:3),640x480
(4:3),320x240 (4:3)

llumination range Approx. 80m

NDAA compliance under Section 889,The face
detection and license plate recognition functions are
only available with an inserted SD card or in

Remark conjunction with a recorder from the eneo IN
series.,To guarantee you an optimum user
experience,we recommend th

Watch (62px/m) 52m

Picture size 16:9,43

Aperture Range (F) | F20

Browser Edge, Firefox, Google Chrome, Safari

Data streamtypes Triple-Stream(Main/Sub/Mobile)

Detect (125px/m) . 252m

ESC 1/5~1/20.000sec.

”””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””””” RJ-45,Alarm in/output,Audio input/output,12VDC

External connections input (DC plug),connection cable approx.30cm,micro
SD card slot 256 GB

Flickerless function Yes

Identify (250px/m) 2m

Camerashape Bulet

Scope of delivery manual,bag of scews

Manual Electric Shutter (MES) 1-5~1-20,000sec.

English, French, German, Italian, Japanese,
Portuguese, Russian, Spanish, Turkish
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INB-75M0550MOA

Continuation of the specifications

Text overlay Switchable on/off

Perceiving (25px/m) 1297m
White balance Automatic,Manval
Color (Housing) | RAL9003,Pantone P179-1
Housingtype Outside
Housing matetial Aluminiom
Internal memory microSD cardslot

Face, License plate recognition, People counting,
Retail Intelligence

UOEREEy N .
MOD (Minimum Object Distance) 02m
Mounting type Ceiling, Wall

DDNS, DHCP, DNA, FTP, HTTP, HTTPS, NTP, RTP,
RTSP, SMTP, TCP-IP, UPnP

ONVIF Profile G, ONVIF Profile M, ONVIF Profile S,

ONVIF ONVIF Profile T

Manufacturer order number 23661
Power over Ethernet IEEE 802.32F
Protecon P67
Seres eneo IN-Seie
Control Interfaces Ethernet
Powersupply 12vDC,Poe
System True Day8Nigt
Day/night switching Switchable IR Filter (CR)

-35°C ~ +60°C,@ Luftfeuchtigkeit 90% oder weniger
(nicht kondensierend)

Camera connection box for Wall and ceiling

233754 ,,,,,,,,,,,,,,,,,, A K20 ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, mounting, IN Series Bullet Cameras
233775 AK-21 Camera connectlpn box for Wall and ceiling
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, mounting, IN Series Bullet Cameras
235339 AK-24 Dual camera .connectlon box for selected Bullet or Fix
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Dome IN-Series cameras
236198 eneo INsight Installation Tool Supports adjustments for cameras with Al features

for IN-series
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INB-75M0550MOA

Continuation of accessory

234990 ..l eneo INsightmobile )] Llalelle o o et er e S e
218218 | eneo Site Manager | Management Software for eneo IP products |
Network keyboard with joystick, supports ONVIF
e . profocol, RM5, 12vDC
235057 PM-21 Pole mounting adapter for camera connection box

AK-20 and AK-21

Ssku Name Description
229234 Vorkonfiguration IP-Kamera ngz?gﬂguratlon 1x IP camera Function test, FW

Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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