eneo MPB-72M2713M0B é erneo

SKU: 243648

HD Analogue Camera Bullet, Day&Night, 1920x1080,
Infrared, WDR, 2.7-13.5mm, 12/24V, |IP67

Main Features

Digital signal: EX-SDI, HD-SDI selectable Easy installation, central locking screw

Motorized lens 2.7 ~ 13.5mm IR illumination switchable via OSD menu
Specifications
General
Heating e O ]
Sunshade canopy . O ettt
Integrated wall mount . O et
L L
Dimensions (WxHxD) (extended) | 100x108x267mm ]
Mumination range e, T
TOX OV e, available
1C0lor (HOUSING) . Pantone Cool Gray 1C ]
Housing type Outside
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Continuation of the specifications

Housing material Aluminium

Power consumpton 8s5W
Mounting type Ceiling, Wall
Protecton P67
Feowemy owoe e
Temperature Range (Operating) -ki?];i;s:eig;cd')@ Luftfeuchtigkeit 20%-80% (nicht
Wide Dynamic Range (WDR) | DWDR
Zoomfactor (optical) . 4
Camera
Recording sensor cmos
Chipsize 1m”>e
Flickerless funcion Yes
Camerashape | Bullet
Signal-to-noise rato 50dB
Day/ight mode Automatic,Day,Night,extern (Sensor)
White balance Automatic,Preset Manual AUTOext
Photosensitivity 0.005Lux(Day mode),0.0005Lux(Night mode)
systeem True Day&Night
Day/night switching Switchable IR Filter ICR)
Display
Image resoluton max. 1920x1080
DORI
Watch (62px/m) 18-52m
Detect (125px/m) 8-25m
Identify (250px/m) 4-12m
Perceiving (25px/m) . 47-128m
Functions
Digital Noise Reduction ONR) Yes

Korean
Notes
Remark NDAA compliance under Section 889
Interfaces / Inputs/ Outputs
Aarminputs o
Number of alarm outputs o

voltage input,1x SDI Signal (BNC),1x HD/SD Analog
Signal (BNC),connection cable approx.100cm

Interface Protocols UTC (HD Signal Format)

Control Interfaces Coaxitron (HD Protocol)
Parts supplied
Scope of delivery manual drilling template,bag of screws
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Continuation of the specifications

Sku Name
202888 eneo AK-4
202641 eneo PM-42A

ISKU DRI
214441 | PAINTING SERVICE basiccosts
S Prolol il S Bulls eined
229233 Vorkonfiguration analoge Kamera

AHD @ 2MP, Composite (FBAS), EX-SDI @ 2MP,
HD-SDI @ 2MP, HD-TVI @ 2MP

Camera junction box, for Candid Small ,Candid
Medium, Series

Pole mount adaptor for eneo Candid, Candid S,
Candid M, WB1, AK-5, AK-4
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Your contact person

VIDEOR E. Hartig GmbH
Carl-Zeiss-Stralte 8

63322 Rodermark
Germany

VIDEOR
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