Specifications text



Article number
221441

Type
MSM-42F0043M0A

Short description
1/2.8" HD Module Camera, Day/Night, 1920x1080, 4,3mm, Eyeball flush mount, 12VDC

Main Features
1/2,8" 2 Megapixel SONY STARVIS CMOS-Sensor
For wall and ceiling flush mount
Resolution max. 1920x1080 (Full HD)
Multisignal: HD-TVI, AHD, CVI and Composite selectable
Pinhole lens 4.3mm
ROI (Region of Interest) WDR mode
Integrated motion detector
Defog, privacy zones
UTC support, OSD joystick
Power Supply 12VDC

Other Features (Specifications)
	Manufacturer order number
	221441

	Brand
	eneo



Additional Productinformation



Related products
	MAM-5DC1004M0A
	Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS, 4x BNC Output

	MAM-5ME1001MTA
	Multisignal Converter, HD-TVI , AHD,  CVBS to IP, H.264, 1920x1080, 12VDC

	MAM-5MM2001M0A
	Converter,  4K HD-TVI, HD-CVI, AHD, auf HDMI, Indoor

	PS12DC-11
	Plug-in Power Supply Unit, 100-240VAC/12VDC (1,0A), regulated, with DC Plug



Recommendations

Services
