Specifications text



Article number
219546

Type
MPD-62V2812P0B

Short description
1/2,8" HD Dome, Fix, Day&Night 1920x1080, Infrared, 2,8~12mm, WDR, 12VDC, Indoor

Main Features
1/2.8" 2.3 Megapixel progressive scan CMOS sensor
Compact plastic housing for indoor use
Resolution max. 1920x1080 (Full HD)
Multisignal: HD-TVI, AHD, CVI, Composite selectable
Variofocal 2.8~12mm day&night lens
LSC (Lens shading compensation) 
Removable infrared cut filter
3D-DNR  noise reduction
Digital Wide Dynamic Range (D-WDR)
Integral motion detection
Wedge adapter included (10° inclination)  
Scratch resistant hard coated bubble

Other Features (Specifications)
	Brand
	eneo

	Manufacturer order number
	219546



Additional Productinformation



Related products
	MAM-5DC1004M0A
	Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS, 4x BNC Output

	MAM-5MM1001M0A
	Converter, HD-CVI, HD-TVI, AHD, Composite to HDMI, VGA, Composite, Indoor

	MAM-5MM2001M0A
	Converter,  4K HD-TVI, HD-CVI, AHD, auf HDMI, Indoor

	PS12DC-11
	Plug-in Power Supply Unit, 100-240VAC/12VDC (1,0A), regulated, with DC Plug

	TVA-1201TRA
	UTP Transmitter+Receiver, UTP, BNC, 250m, Indoor, HD TVI CVI, AHD, CVBS, Active, 12V

	TVA-1201TRP
	UTP Transmitter+Receiver, UTP, BNC, 150m, Indoor, HD TVI CVI, AHD, CVBS, Passive



Recommendations
	LACKIERUNG Fix-Dome-Kamera
	Extra charge for special paint fixed dome in RAL color



Services
	LACKIERUNG Fix-Dome-Kamera
	Extra charge for special paint fixed dome in RAL color

	LACKIERUNG Grundkosten
	Painting basic costs once per RAL color and delivery lot

	Vorkonfiguration analoge Kamera
	Preconfiguration 1x analog camera Function test, FW update


