Specifications text



Article number
215089

Type
MEB-52F0036M0A

Short description
1/2.9" HD Camera, Day&Night, 1920x1080, Infrared, 3.6mm, 12VDC, IP66

Main Features
1/2.9" 2.3 Megapixel progressive scan CMOS sensor
Resolution max. 1920x1080 (Full HD)
Multisignal: HD-TVI, AHD, CVI , Composite selectable
Fixed 3.6mm day&night lens 
Removable infrared cut filter
2D/-3D-DNR  noise reduction
Digital Wide Dynamic Range (D-WDR)
Integral motion detection
Compact housing for outdoor IP66

Other Features (Specifications)
	Manufacturer order number
	215089

	Brand
	eneo



Additional Productinformation



Related products
	MAM-5ME1001MTA
	Multisignal Converter, HD-TVI , AHD,  CVBS to IP, H.264, 1920x1080, 12VDC

	MAM-5MM1001M0A
	Converter, HD-CVI, HD-TVI, AHD, Composite to HDMI, VGA, Composite, Indoor

	MAM-6ME1012MTA
	Multisignal Converter, HD-TVI , AHD,  CVBS to IP, H.264, 1920x1080, 12-Channel

	PS12DC-11
	Plug-in Power Supply Unit, 100-240VAC/12VDC (1,0A), regulated, with DC Plug

	TAM-4MM1001M0A
	&nbsp;

	TVA-1101EA
	&nbsp;

	TVA-1201TRA
	UTP Transmitter+Receiver, UTP, BNC, 250m, Indoor, HD TVI CVI, AHD, CVBS, Active, 12V

	TVA-1201TRP
	UTP Transmitter+Receiver, UTP, BNC, 150m, Indoor, HD TVI CVI, AHD, CVBS, Passive

	TVA-1341EC
	&nbsp;

	VT-PS12DC-11
	Stecker Netzgerät, 100-240VAC/12VDC (1,0A), stabilisiert, mit Hohlstecker



Recommendations
	LACKIERUNG Bulletkamera
	Extra charge for special paint bullet camera in RAL color

	SC-04MHD
	Quad Splitter, 1920x1080, Composite, AHD, TVI, CVI Input Composite, HDMI, VGA Output

	SC-MFM07HD
	Test Monitor, Multiformat, for Service, HD-TVI/CVI/AHD, HD-SDI, EX-SDI, FBAS, HDMI



Services
