Specifications text



Article number
215597

Type
MEM-42F0036MPA

Short description
1/2.8" HD Cylindric Camera, Day&Night, 1920x1080, 3.6mm, D-WDR, 12VDC, IP66

Main Features
1/2.8" 2.0 Megapixel progressive scan CMOS sensor
Resolution max. 1920x1080 (Full HD)
Cylindric Camera with rugged metal cabinet
Multisignal: HD-TVI, AHD, Composite selectable 
Electronic Day/Night Function
3D-DNR  noise reduction
Integral motion detection
Rugged metal cabinet
Bracket included
IP66 for outdoor application

Other Features (Specifications)
	Manufacturer order number
	215597

	Brand
	eneo



Additional Productinformation



Related products
	MAM-5DC1004M0A
	Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS, 4x BNC Output

	MAM-5ME1001MTA
	Multisignal Converter, HD-TVI , AHD,  CVBS to IP, H.264, 1920x1080, 12VDC

	MAM-5MM1001M0A
	Converter, HD-CVI, HD-TVI, AHD, Composite to HDMI, VGA, Composite, Indoor

	MAM-5MM2001M0A
	Converter,  4K HD-TVI, HD-CVI, AHD, auf HDMI, Indoor

	MAM-6ME1012MTA
	Multisignal Converter, HD-TVI , AHD,  CVBS to IP, H.264, 1920x1080, 12-Channel

	PS12DC-11
	Plug-in Power Supply Unit, 100-240VAC/12VDC (1,0A), regulated, with DC Plug

	TVA-1201TRA
	UTP Transmitter+Receiver, UTP, BNC, 250m, Indoor, HD TVI CVI, AHD, CVBS, Active, 12V

	TVA-1201TRP
	UTP Transmitter+Receiver, UTP, BNC, 150m, Indoor, HD TVI CVI, AHD, CVBS, Passive



Recommendations
	SC-04MHD
	Quad Splitter, 1920x1080, Composite, AHD, TVI, CVI Input Composite, HDMI, VGA Output

	SC-MFM07HD
	Test Monitor, Multiformat, for Service, HD-TVI/CVI/AHD, HD-SDI, EX-SDI, FBAS, HDMI



Services
	Vorkonfiguration analoge Kamera
	Preconfiguration 1x analog camera Function test, FW update


