IND-62M2812MOA

SKU: 233819

6 eneo’

Network Dome Fix, 1920x1080, Day/Night, WDR, Al
2,8-12mm, IR, 12VDC, PoE, IP67

é eneo’

Series eneo IN-Series

Camera:
Cameratype Dome

Sensorsize 1”=e
Resolution Standard HD1080p
Imager CMOS, Sony STARVIS Sensor IMX307
System True Day&Night
Sensitivity 0,002 Lux, atF16
Low Speed Shutter yes
‘Manual electronic shutter (MES) 1/5 ~ 1/20.000sec.
Automatic electronic shutter (ESC) 1/5 ~1/20.000sec.
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IND-62M2812MOA

Continuation of the specifications

1920x1080 (16:9),1280x960 (4:3),1280x720

Resolution (16:9),640x480 (4:3),320x240 (4:3)

Image resolution max. 1920x1080
Image display 16:9,4:3 VerticalView 90°
Streamtypes Triple-Stream(Main/Sub/Mobile)
Image Transmission Rate 60fps
Vldeocompressm """""""""""""""""""""""""""""""""""""""""""""""""""" H.264,H.265,H.264+ (Smart Stream),H.265+ (Smart

Stream),M-JPEG

Lens:
LensType Varifocal (motorized)
Zoom Factor . x
FocalLength 28-12mm
Digital Zoom yes
MOD (Mininum Object Distance) 12m
Iris Control oc
Vertical Angle of View . 52-18°
Horizontal Angle of View 101-33%
DORE
Detect (25px/m) . 456-179m
Observe (62 px/m) 295-71.9m
Recognize (125 px/m) 14,1-355m
Identify (250 px/m) 66-175m
Functions:
Multicast compliant yes

Motion Detector yes

intrusion,Line detection,Object classification (person /
vehicle),Object left,removed,trip wire detection with

Analysis functions counting and direction detection,Crowd
detection,Queue management,Heatmapping,number
plate recognition,audio detection,face detection

recording internal storage,E-
Mail, HTTP,FTP,TCP,UDP,alarm out

Audio suppOrt YOS
UG s 2 Ul Ul i IS EUCICUE,
Password protection administrator & users
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IND-62M2812MOA

Continuation of the specifications

English,German,French,ltalian,Portugese,Spanish,Tu
rkish,Russian,Japanese

web browser

MS Internet Explorer 10/11,Safari V12.1
above,Firefox V.52 above,Google Chrome V.57
above,Edge V.79 above

TCP/IP,HTTP,DHCP,DNS,DDNS,RTP,RTSP,SMTP,
NTP,UPNnP,SNMP,HTTPS,FTP

RJ-45,micro SD card slot,alarm in/output,audio
input/output,12VDC input (DC plug),connection cable
approx.45cm

License plate recognition,Retail Intelligence,People
Count,Face recognition
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IND-62M2812MOA

Continuation of the specifications

Dual camera connection box for Bullet or Fix Dome
IN-Series cameras

Camera junction box for ceiling pipe DOME-CH6 and
wall bracket DOME-WB6

Camera junction box for wall- and ceiling mount Fix
dome cameras IN-Serie

Parts supplied

WREGSs
SKU Name

235339 AK-24

235525 AK-25

235526 AK-26

218218 eneo Site Manager

235340 WB-24

6 eneo

!

46.9MM(1.84™)

-

109MM(4.29")

-

_ @148.7MM(5.85™)

90MM(3.54™)

86.7MM(3.41™)

MaBe / Dimensions: mm
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