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The solution is particularly well suited for applications without network infrastructure. This makes it 

especially attractive for use on construction sites, where conventional network infrastructures are 

often missing. 

Features: 

Wireless connectivity: No network required: Say goodbye to annoying LAN cables. Our solution 

uses wireless technology for easy installation and flexible positioning. It uses the mobile network 

(LTE) to transmit video data. 

Suitable for construction sites: Thanks to its robust construction and resistant materials, our 

solution is perfect for use on construction sites. 

Easy assembly/disassembly: Installation and setup are effortless and do not require any special 

conditions or specialized tools. Only a 230V power supply is necessary. 

Remote access via QR code: Conveniently access video data from anywhere by simply scanning 

the QR code with your smartphone. Video data can also be accessed via PC through eneo INsight. 

Our mobile video solution is the optimal choice for construction sites and other locations without 

network infrastructure. It enables easy monitoring and security wherever you need it. 

  

 

 

 
SOL-VICAM-MOBILE-LTE 
Art. number.: 238675 

 
 

Portable video surveillance 
INB-68M2812MFA, junction box 

3840 x 2160, 24h Farbe, IR, LTE, 

Motorized varifocal lens 2,8 – 12 mm, WDR, Plug & Play, 
IP66 
 
 

Main features 

Portable video surveillance incl. connection cable 
1/2,8" Sony STARVIS CMOS-Sensor, 8MP/30fps 

Plug & Play 
Incl. 5m power supply cable with device connector 

Dimensions (HxWxD): 300 x 200 x 400 mm 

Wireless connectivity with LTE 
Applicable for construction sites 

Effortless mounting/demounting 
Remote access with QR-code 

INB-68M2812MFA 

SIM card not included 
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Specifications 
 
Device overall features  

Supported network protocols TCP/IP,HTTP,DHCP,DNS ,DDNS,RTP,RTSP,SMTP, 

NTP,UPnP,SNMP,HTTPS,FTP 

Temperature range -30°C to +50°C 

  

Router  

RF Technology 2G – up to 236.8 kbps, 3G – up to 42 Mbps, 4G – Cat 4 up to 150 
Mbps, WiFi 

Max. RF power 33 dBm@GSM, 24 dBm@WCDMA, 23 dBm@LTE, 20dBm@WiFi 

Mobile communication SIM card (Mini) not included 

  

Power supply  

Rated Operating Voltage Ue 

[V]: 

230 

Power Cable (included): 5 meters (incl. Schuko plug) 

Type of voltage AC 

Connection through Wiegand 
device connector plug RST16I3 

S S1 M16 

L,N,PE 

Connectable conductor 
materials 

Cu 

Nominal cross section[mm²] 1,5 

  

Antenna  

Supported communication 

protocols 

WLAN, LTE 

  

Camera Eneo INB-68M2812MFA 
Resolution 3840x2160 (16:9),2592x1944 (4:3),2592x1520 

(16:9),2304x1296 (16:9),1920x1080 (16:9),1280x960 
(4:3),1280x720 (16:9),640x480 (4:3),320x240 

(4:3),2880x1620 (16:9) 

Image sensor 1/2,8" Sony STARVIS CMOS-Sensor,8 MP/30fps 

Day/Night mode Automatic, Day, Night, Image, Schedule controlled 

Wide Dynamic Range (WDR) WDR 120dB 

Resolution standard 8 Megapixel 

Sensor size 1/2,8“ 

Protection rating IP67 

Power over Ethernet (PoE) IEEE 802.3af 

Lens type Varifocal (motorized) 

Focal length 2,8 – 12 mm 

Video compression H.264, H.264+, H.265, H.265+, M-JPEG 

Day/Night switching Switchable IR filter (ICR) 

 

More information regarding the camera is found on the product page of:  https://eneo-

security.com/de/  

Optional accessories 
Art. Nr. Name Product description 

212371 SOL-WST-MB-20 Pole mount, (Set), Pole ⌀100-300mm 

(385 x 285 x 35) 

209743 SOL-WST-WB Wall mount (4St.), wall mount 

extension 10mm 

 SD-card Storage for recording is recommended 
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