
Samsung Controller Compatability Chart
IP

Model SPC-1010 SPC-300 SPC-2010 SPC-6000 SPC-2000

Image

Camera Capacity Up to 255 One Up to 255 Up to 255 Limited by viewing client

Master / Slave Function X X X X

LCD Display 16 x 2 character LCD X 16 x 2 character LCD 5" TFT touch LCD X

Speed Control
Joystick                                          

(3-axis twist zoom)
X

Joystick                                          

(3-axis twist zoom)

Joystick                                          

(3-axis twist zoom)

Joystick                                          

(3-axis twist zoom)

Protocol PTZ
Samsung -/T/E, Pelco, D/P, Panasonic, 

Vicon, AD, Honeywell

Samsung -/T/E,                                     

Pelco - D/P/C, CCVC

Samsung-T/E, Pelco-D/P, 

Panasonic, Vicon, AD, Honeywell , 

Bosch, Elmo, GE 

Samsung-T/E, Pelco-D/P, 

Panasonic, Vicon, AD, Honeywell, 

ELMO, Bosch, GE 

PTZ control using                            

NET-i Viewer / SSM                     

DVR Compatability X X

SRD Series                                   

(Except for the SRD-480          

& SRD-450)

Multiple DVR's (SRD, SHR, SVR)                                        

*SVR-440, 450, 470, SVR-1650, 

1640 not compatible.

Dependent on                                

NET-i Viewer / SSM

Analogue 

& SRD-450) 1640 not compatible.
NET-i Viewer / SSM

Protocol Zoom Camera
SCZ-3430/2430/ 

370/2370/3250/2250 

A1 Series Cameras through A1 

coaxial connection, cameras 

supporting coaxitron

SCZ Series
SCZ-3430/2430             

3370/2370/3250/2250
SCZ Series

Protocol Receiver Samsung-T via the Coax Samsung-T Samsung-T N/A

Communication Standards 

(Interface)
RS-485/422 RS-232C, RS-485 RS-485/422 

RS-485/422,                         

TTL (Matrix)
USB 2.0, DirectX

Input Voltage 12V DC
12V DC adaptor,                               

4AA battery 
12V DC 12V DC 5V DC, 32mA (USB)

Operating Temp 0°C ~ 45°C                                  -10°C ~ 50°C                                 0°C ~ 40°C                                 0°C ~ 40°C                                  -25°C ~ 70°C                                 

Humidity 10 ~ 70% Less than 90% RH Less than 90% RH 10 ~ 70% 10 ~ 70%

Dimensions
280 x 100 x 180mm                  

(10.63” x 3.94” x 7.09”)

150.0 x 34.0 x 101.5mm               

(5.91" x 1.34" x 4") 

334.1 x 171.1 x 105.2 mm              

(13.15"x 6.74" x 4.14") 

459.0 x 59.0 x 178.0mm 

(18.07" x 2.32" x 7") 

157 x 127 x 166mm               

(6.18" x 5" x 6.61")

Weight Approx. 0.7Kg (1.54 lb) 200g 800g (1.76lb) 1.5 KG 440g


